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~“A cooperative research program by the U.S. Nuclear Regulatory Commission
(NRC), Combustion Engineering, inc., (CE) ,  and the Naval Research Laboratory (NRL
has explored trends in radiation effects for commercially produced ASTM A533-B
steel plates, weld deposits, and weld heat—affected zones, depicting three levels of
control over impurity copper content. The primary objective was to establish the
trend of improved 288° C (550°F) radiatio n resistance with progressive reductions in

(Continued )

DD ~~~~ 1473 EDITION OF I Mov es tS OBSOL El E
541 01 02.LF.0l 4 .6601

SECURITY CLASSI FICATION OF THIS PA G E (W1 en 0.,. Entered )

~~~~~~~~~~~ T~J J ~~~~~~~~I ~~~~1 ~~~



S E C U R I TY  C L A S S I F I C A T I O N  OF THIS P A G E  (When Oat. Ent•re d)

20. ABSTRACT (Continued ) ~~ 7 ,- ,~c 4’Q ?4 ~~; ~4 ’ ~‘ r

Aallowable copper content. An overall objective was to develop information assisting
the formulation of special specifications for steels for nuclear service and the deline-
ation of associated embrittlement trends for reactor vessel design and operation. This
report describes investigations on Series 3 materials, which represent optimum steel-
making practice, and a limitation on copper content of 0.06%Cu maximum. Previous
investigations on Series 1 materials ~~O.15%Cu) typical of nonimproved steel pro-
duction (pre-1971) and Series 2 materials ‘(O.lO%Cu , max ) representative of improved
steel production (current practice) are also summarized.

Radiation resistance was assessed fu~fl~ Charpy-V (C~ notch ductility changes
with fluences of & 5 to 7 X .jO~~ “ n/~ p~2 >  1 MeV. All Series 3 materials exhibited
high resistance to radiation in terms of both transition temperature elevation and
upper shelf degradation. Typically, the postirradiation C~ 41 J (30 ft-lb) transition-
temperature elevation was less than 56°C (1000 F). An independent effect of nickel
content on radiation resistance was not observed for weld metal containing a high
nickel content (~ 1% Ni) and an extra.low copper content (0.05%Cu).

~~ ~~pprDv

Comparisons of Series 3 and Series 2 data trends rev~~led that the specification
of an extra-low copper content (0.06%Cu, max) as opposed to a low copper content
(0.10%Cu, max) does not provide a substantial increase in radiation resistance for
A533—B materials for the fluence range investigated. Accordingly the study has con-
firmed that new ASTM and AWS supplemental specifications on copper content for
nuclear service are sufficiently restrictive to optimize 288°C (550°F) radiation resis-
tance of A533 plates and weld deposits for post projected vessel fluence conditions. ’\
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EVALUATION OF COMMERCIAL PRODUCTION A533-B STEEL PLATES
AND WELD DEPOSITS WITH EXTRA-LOW COPPER CONTENT

FOR RADIATION RESISTANCE

INTRODUCTION

The NRC-CE-NRL Cooperative Program on Improved A533 Steel was established to
define trends in radiation-induced change in notch toughness for commercia l production
A533—B materials with progressive reductions in allowable copper content. Three series
of materials were investi gated . Each series includ ed plates, weld deposits, and weld
heat—affected zone (HAZ) materials. The program builds on the findings of laboratory
melt studies [1] which revealed that cert ain residual impur ity elements, especially cop-
per and phosphoru s, have a particularly adverse effect on radiation resistance at reactor-
vessel service temperatures (~~ i 288°C, 550°F). Conversely, the reduction of these impu-
rities to low levels was shown to produce a steel having high radiation resistance.
Demonstration tests with a commercial-scale A533-B melt and A533-B weld clearly con-
firmed the laboratory melt findings [2,31. The intent of the present study was to broaden
and refine this base of information to assist the formulation of new American Society for
Testing Materials (ASTM) and American Welding Society (AWS) specifications for improved
(radiation resistant) steels and welding materials for nuclear service and to delineate trends
in radiation performance for such materials for reactor—vessel design and operation. It is
noted that Combustion Engineering (CE) and several other manufacturers have adopted
the use of low-copper content mater ials for high fluence (vessel be lt line) regions.

Materials selected for the cooperative study were:

Series 1 - Normal copper content (�0.15%Cu),
Typical of nonimproved commercial steel production (pre-1971);

Series 2 - Low copper content (0.10%Cu maximum with 0.012%P maximum),
representing improved steel production (current practice);

Series 3 — Extra-low copper content (0.06%Cu maximum),
considered the practical lower limit for copper content control.

Findings for the Series 1 vs Series 2 materials have been reported [4]. The results clearly
demonstrate that a major reduction in radiation sensitivity is achieved by a reduced copper
content in commercial production A533 plate , weld , and weld HAZ materials. The improve.
ment was evident both as a smaller increase in C~t arpy-V (Ce) transition temperature (Fig. 1)
and as a smaller decrease in C~ upper shelf energy level with irradiation.

A specific objective of the Series 3 vs Series 2 material investigations , reported here,
was to establish whether even greater radiation resistance is achieved by a very low cop-
per content (optimum steelmaking practice) compared to a low copper content (improved
practice only). This study of Series 3 materials completes the planned investigations on

I
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Fig. 1 - Summary of Charpy-V 40-J (30 f’t-lb) transItion-temperature changes
with irradiatio n observed for Series 1 materials (large filled symbols) and Ser ies 2
materials (large open symbols). A benefit to radiation-embritt lement resistance
by a low copper content is clearly evident. Earlier determinations for extra-low
copp er content A533-B materials from commercial-scale demonstration tests are
also given (small open symbols) [4).

notch ductility trends. A supporting investigation on tensile property trends with irradi-
ation is under consideration. So that this document will be a single reference document ,
primary observations and results for the Series 1 and Series 2 materials are summarized
in Appendix A.

MODIFIED PROGRAM PLAN

As described in the initial report [4] , the program plan centered on the evaluation
of C,, notch ductility before and after irradiation at 288°C (550°F) to two fluence levels:
2 to 3 X iO~~ n/cm2 > 1 MeV and 4 to 5 X 10~~ n/cm 2 > 1 MeV (Table 1). Resis-
tance to radiation exposure was to be jud ged in terms of the increase in Cv transition
temperature, indexed to C~, 41—J (30 ft-lb) and Cv 68—J (50 ft-lb) energy levels, and in
terms of the decrease in Cv upper-shelf energy level. This plan however was modified
for the Series 3 materials because of the high radiation resistance observed for the Series
2 materials. Accordingly only high-fluence investigations were considered necessary to
meet the program objectives.

For the Series 1 and Series 2 materials, but not for the Series 3 mater ials , the pro-
gram plan included an investigation on postirradiation notch ductility recovery with a

2
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Table 1 — Summary of Program Plan by Irradiation Experiment

Specimen Copper Target Flu ence Level J Number of
Experiment Type Level 

(1019 n/cm 2 > 1 MeV) I M~t~fl5.lS Poe t irradiat ion
(%) — Annea l5

__________________ ~ 
Plate 1 Weld HAZ

1 C,~ .�0.15 2to 3 2 2 1 yes2 
~~~, .�0.15 5 2 2 1 yes3 C,,, O.lO(max) 2 to 3 2 2 2 yes4 C,,, 0.10 (max ) 5 2 2 1 yes5 C~ O.06 (max) 2to 3 3 1 2 no6 C,,, 0.06 (max ) — 5 3 1 2 no7 Tensile All Levels — 5 6 3 0 yes

5650°F (343° C) for 168 hr.

343°C (650° F) 168-hour heat treatment. A restoration of notch toughness by low-
temperature heat treatment (annealing) has been suggested by the Code of Federal
Regulations (10 CFR 50, Appendix G) as one possible means for periodically reducing
the effects of radiation in service should the need rise. For the Series 3 materials, the
degradation in fracture resistance was projected to be minimal, and postirradiation heat
treatment would not be required for expected vessel fluence levels. Limited tests of the
postirradiation heat treatment condition were nonetheless conducted with excess speci-
mens to expand information on annealing response.

MATERIALS

The chemical compositions of the Series 3 materials together with those for the
Series 2 (reference) materials are given in Table 2. Chemical compositions of the dem-
onstration test materials [2, 3J and the Series 1 (nonimproved production) materials are
also indicated for comparison. The Series 3 weld deposit was produced by the shielded
metal arc (SMA) process. In contrast the Series 2 welds were made by the submerged
arc (S/A) process. Likewise, the demonstration test weld and the Series 1 welds were
by the S/A process. Welding parameters and materials are reported in Table 3. All six
welds represent the use of standard commerical equipment and practices. Tensile pro-
perties are reported in Table 4.

For plates the Cv specimens were taken from the quarter-thickness location in two
orientations : longitudinal (LT, parallel to the plate primary rolling direction) and trans..
verse (TL, perpendicular to the plate primary rolling direction). However, except for
plate 6, only the TL orientation was evaluated with irradiat ion. Weld metal Cv speci-
mens were removed between the 1/8- and 7/8-thickness locations and were oriented
perpendicular to the welding direction. The FIAZ C~ specimens were also oriented
perpendicular to the welding direction but had the specimen V-notch centered 0.8 mm
(1/32 inch) in from the weld fusion line. The HAZ specimens were taken from the
quarter-thickness location and oriented parallel to the parent plate LT orientation. In
each case the plane of the specimen notch was made perpendicular to the plate (or
weldment) surface.

3
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Table 3 - Welding Materials and Parameters

Welds 1 through 4 Weld 6

Flux Linde 0091 —

Joint Straight sided w ith Straight sided with
backing plate backing plate

Electrode diamet er 4. 75 mm (3/16 in.) 4.75 mm (3/ 16 in.)

Pteheat tempera t ure 121° C (250°F) mm 149°C (300°F) mm

Interpass temperature 260° C (500°F) max 260° C (500°F) max

Weld 1 Weld 2 Weld 3 Weld 4 Weld 6

Filler type High High High High E8018-C3
Mn/ Mo! Ni Mn/ Mo Mn/ Mo Mn! Mo

Proceu S/A TS/A TS/A S/A SMA

Elec~~ode connection t ac ac ac ac dcrp

Travel speed: mm/s 5.51: 9.31: 9~31: 5~51 4 4 1
ipm 13 22 22 13 10.5

•S/A = submerged arc process , TSIA tandem submerged arc process , and SMA = shielded metal arc
process .

tao alternating current and dcrp = direct current reverse polarity.
* Heat input range not available.
IHeat input range 1.2 to 1.5 kj /mm (30 to 37 kj/inch) .

Table 4 — Tensile Properties of Series 3 Plates and Weld Deposits
Yield Strength 5 Tensile Reduction Elongation in

Material Copper (0.2% offset) Strength in Area 1 inch
(wt -%) (%) (%)MN/rn 2 ksi MN/rn 2 ks i

Plate 5 0.02 469 68t 593 86 68 28
386 561: 565 82 60 23

Plate 6 0.04 462 67t 600 87 65 26
386 561: 586 85 64 22

Plate 7 0.05 469 681- 600 87 67 25
386 561: 559 81 64 23

Weld 6 0.03 476 69t 552 80 74 28
407 591: 545 79 73 23

VFransyerse orientation ; duplicate teats: 24°C (75°F) specimens 5.74 mm (0.226 in.) in diameter ;
288° C (550°F) specimens 5.74 mm or 6.40 mm (0.226 in. or 0.252 in.) in diameter.
t24° C (75° F), ~ osshead rate 1.27 mm (0.05 in.)/min.
1:288°C (550°F), crosahead rate 1.27 mm (0.05 in.)/min.

5
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The nil-ductility transition (NDT) temperature for the unirradiated condition was
determined from drop-weight specimens (ASTM Type P.3) that were taken either at the
quarter-thickness location (plate) or through the thickness (weld deposit).

For this investigation , CE provided all source materials, specimens, documented
chemical compositions, and preirradiation properties. NRL conducted all material irra-
diations and postirradiation property assessments.

MATERIAL IRRADIATION

Series 3 materials were irradiated in the Union Carbide Research Reactor (UCRR)
D-3 fuel lattice position and in the University of Buffalo Reactor (UBR) 8-4 fuel lattice
position. Experiment 1 (UCRR) with plate 5 and HAZ 5 samples was irradiated to
average fluencesof 4.8 X 1019 and 5.3 X io’~ n/cm2 > 1 MeV; experiment 2 (UBR),
containing all materials except HAZ 5, reached fluences of 4.9 to 6.1 X iO~~ n/cm2
> 1 MeV, depending on the particular experiment subsection.

Fluence determinations (11°5 calculated spectrum fluence; ã~fs = fission spectrum
(assumed ) fluence) were based on measurements with iron neutron-dosimeter wires
included in each experiment specimen array. The duration of irradiation was approxi-
mately 1500 hours for the UCRR experiment and approximately 1900 hour s for the
UBR experiment. Irradiation temperatures were monitored continously by means of
multiple thermocouples in each specimen array.

RESULTS

Irradiated Condition

Data developed for the six Series 3 materials are presented in Figs. 2 to 7 and are
summarized in Table 5. Consistent with the low copper (and low phosphorus) contents,
all of the materials exhibited excellent resistance to radiation in terms of both transition
temperature retention and upper-shelf retention. For example, plates 5, 6, and 7
depicted C, 41-J (30 ft-lb) transition-temperature increases on the order of only 36 to
42°C (65 to 75°F). In Figs. 2 and 4 a “double transition ” behavior by plates 5 and 6
before irradiation is seen to be reproduced in the irradiated condition. In Fig. 2 (upper
graph) the measured increase in the C,,, 68-J (50 ft-lb) transition temperature ignores the
postirradiation double transition to project a maximum radiation effect. In Fig. 4 the
postirradiation double transition occurs below Cv 68-J. This occurrence acts to magnify
the difference between Cv 41J vs C, 68-J transition temperature elevations. In Fig. 6
plate 7 does not show the double transition tendency.

Conventional assessments of transition-temperature elevation with irradiation could
not be made for HAZ 5 (Fig. 3) because of data scatter. For 1-IAZ 6 (Fig . 5) the indi-
cated transition temperature elevations are considered approximations onl y. However
the postirradiation data for both heat affected zones fall consistently to the left of the
postirradiation curve for the parent plate in the transition regime; this relationshi p would
suggest that the HAZ is not the limiting material in weldments. (In the absence of post-

— - irradiation LT orientation data for plate 5, it can he assumed that the LT vs IL orientation

-
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Fig. 3 — Notch ductility of HAZ 5 before and after irradiation. The notch ductility of the parent
plate (TL orientatio n, Fig. 2) after irradiation is also indicated (dashed curve).
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Fig. 4 - Notch ductility of plate 6 before and after irradiation. Limited data for the postir radiation
annealed condition (half-filled symbols) are also shown.
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Fig. 5 - Notch ductility of HAZ 6 before and after irra diation. The notch ductili ty
of the parent plate (LT and TL orientat ions , Fig. 4) after irradiatio n is also indicated.
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Fig. 6— Notch ductility of plate 7 before and after irradiation. Limited data for the
post irradiation annealed condition are also shown.
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Table 5 — Notch Ductility Properties of Plates, Weld Deposits , and Weld Heat
Affected Zones As Fabricated and After 288°C (550°F) Irradiation

Au Fs br icate d°

- C Tra nsit ion
N~l C Energy C Upper-Shelt

Materi al Ductil ity 
~ ~~~~ 

41-J Index 68-.) Index
Transition (30 IL-Ib) (50 It-Ib)

C °F J ft-lb °C -c 
- 

°F J It- lb

Plate 5 -34 -30 19 14 -18 0 4 40 163 120
(226) t (166)0

HAZ 5t - - - - -51 -60 -29 -20 ‘170 .125

Plate 6 -18 0 41 30 -12 10 2 35 168 124
0(196)0 (144)

HAZ 60 - - - - -29 -20 -7 20 ~ 228 .168

Plate 7 -12 10 33 24 -7 20 13 55 164 121
(190)0 (1 40)

Weld 6 (SMA) -62 -80 22 36 -34 30 -26 -15 ~ 245 -180

Irradiated Condition

C~ Transition C Upper-Shell
Fluence

Material ( 8  io ’~ n/Cm2 > 1 MeV) 41- J 
(50 I t - lU ) 

nergy

—__________ 
5°’ I 1 °C F ~F C ~ ~ F J It-l b AJ Aft-l b

Plate S 4.6 5.3 lIt 65 65 46 115 75 18-i 118 3 2
6.0 4.9 —~ —~ —~ v 4 9  120 80 151 111 12 9

HAZ S 4. 6 5.3 ~to <50 -- 11 0 <21 - - 70 <90 —*  —~ —*  — §

Plate 6’ 7.4 6.1 29 ~t r~ 75 66 ISO 115 146 1011 22 6

HAZ 6 7 4  6.1 2) — 70 —90 3$ 100 110 156 115 72 53

Plate 7 6,6 5.4 ~9 ~~ 65 63 145 90 161 119 3 2

Weld 6 (SMAI 6 6  5.4 —26 - 15 15 -23 -10 5 234 - - 172 j1 - $

•Th orientation except where noted .
tLT orientation.§ Not established (high data scatter).
ItT orientation C,, upper shelf (poatlrra diation condition 161 J (119 ft-lb).

relationship is generally maintained with irradiation.) In the upper-shelf regime, HAZ vs
parent plate relationships are less clear. The data for HAZ 6 vs plate 6 suggest a somewhat
greater radiation reduction in upper shelf and a lower postirradiation upper-shelf value for
the HAZ. A parallel comparison for HAZ 5 was not possible for lack of plate 5 LT orienta-
tion data. For both HAZ 5 and HAZ 6 postirrad iation upper shelf is not reduced below
that for the parent-plate TL orientation.

Influ ence of Weld Deposit Nickel Content

The performance of weld 6 is of special interest (Fig. 7) because certain experimental
data (1, 4, 51 have raised suspicions of a detrimental contribution of nickel content to
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radiation sensitivity. The data in question pertain largely to high copper (>0.20%Cu)
weidments of A533-B steel. One interpretat ion of the data (NRL) was a reinforcement
by nickel of the primary copper effect rather than an independent contribution of
nickel to radiation sensitivity for amounts up to 1%Ni [1, 4, 5]; that is, an independent
effect of nickel was considered unlikely. An independent effect of nickel for amounts
in this range , on the other hand , has been projected by other investigators. In view of
the broad usage and importance of weld metal containing about 1%Ni in nuclear vessel
construction , clarification of the existence and mode of a nickel contribution to radiation
performance is essential. In Fig. 7 the high radiation resistance exhibited by weld 6
(extra-low Cu) clearly demonstrates that nickel does not significantly contribute sep-
arately to radiation embrittlement sensitivity for chemistries representative of an extra-
low copper content. Supporting evidence is provided by the NRL demonstration test
weld which contained 0.6%Ni and 0.05%Cu [3]. Accordingly the original concern for
the use of high-nickel weldments in high-fluence applications can be dismissed, provided
that an extra-low copper content (�0.05%) is spec ified. The results of Fig. 7 however
do not resolve the hypothesis of a synergistic effect of nickel content to reduced
radiation resistance for the alternate situation of a high-copper weld. Here the possibility
of an interaction of nickel with copper suggested by the NRL analysis still remains.

Postirradiation Annealed Condition

Limited results for the 343°C (650° F) postirradiation heat-treated condition are
presented in Figs. 4 and 6 for plates 6 and 7 respectively. The 168-hour heat treatment
did not achieve significant recovery in C,, 41-J (30 ft-lb) transition temperature and pro-
duced only limited recovery in the C,,, 68-J (50 ft-lb) temperature. A high degree of
recovery was not expected , however, in view of similar results for the Series 2 materials
[4]. In contrast a 399°C (750° F) 168-hour postirradiation heat treatment produced
almost full recovery for plate 5 (Fig. 2, upper graph ). Comparable tests of 399°C (750°F)
heat treatment response were not performed for the Series 2 materials.

Charpy-V Lateral Expansion vs Energy Relationships

The reference nil-ductility temperature (RT NDT ) described by the ASME Code
Section III [6] for assessing fracture toughness is established from drop weight-NDT , C9
68-J (50 ft-lb) , and C9 0.9 mm (35 mils). lateral expansion transition temperature infor-
mation. Trends in C,,, lateral expansion vs C9 energy absorption after irradiation accord-
ingly were explored and are presented in Figs. 8 through 13. (Results for the Series 1
and Series 2 materials were not available at the time of publication of Reference 4.)

Four observations are possible from the respective data trends. First , the general
direction of the radiation effect is to decrease the slope of the trend curve. Accordingly
materials tend to sh ift from RTNDT limitation based on Cv energy absorption to a limit-
ation based on C9 0.9 mm (35 mils) lateral expansion. An example of this shift is
illustrated in Fig. 9. Second , the data trend curves vary less with fluence for the more
radiation resistant materials, as would be expected. Third , the slope of the IIAZ trend

13
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0 30 60 90 20 50 0 30 60 90 1 20 50 (J)
F I I ‘\.‘
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I )  
L a H A z Irn S 

- • Ii PLA TE 2 
- EXPERIMENT 2 
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• a S IRRADIAT ED 550F(288C),EXP I - 2 5
G& S ANNEALED 650F)343C)-168h

- - 2 0

60 - PLAT E ~~~~~~~~~~ 
- 

PLATE ~~~~~~ 
-

HAZ — HAZ I - ~

~~~~~~~ ______________
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ENERGY ENERGY

Fig. 8 - Charpy-V lateral expansion vs energy absorption trends observed for plate 1, HAZ 1,
and plate 2 (Series 1) after irra diation and aft er poetirradiation heat treatment. In this figure
and in Figs. 9 through 12 “Experiment 2” refers to the high fluence condition.

o 30 60 90 20 150 0 30 60 90 20 ISO (J )
I I I I I ‘

~‘~ I I I I

A533-B STEEL
•8  WELD I

(m~Is) S U WEL D 2 
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8 8  ANN EALED 6sc F 343C -l6ah - 2 5

~~~ 80~~ - -a - - 2 0

o / ’~~~~~~
h h ’  f / I~~~~~~ i l I  I

0 20 40 60 80 100 120 0 20 40 60 80 00 120 ( f t - Ib )
ENERG Y E N E R G Y

Fl5. 9 - Chirpy -V lateral expansion vs energy absorpt ion trends observed for weld I and weld 2
(Series 1) after irradiation and after postirradlation heat treatment.
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Fig. 10 - Charpy-V lateral expansion vs energy absorption trends observed for plate 3 and HAZ 3
(Series 2) after irradiation. In the left-hand gra ph the dashed curve reproduces the trend for
plate 4 (Experiment 1) from Fig. 11. 
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Fig. 11 - Charpy -V lateral expansion vs ener gy absorpt ion trends observed for plate 4 and
RitZ 4 (Series 2) after irradiation. The trend for plate 3 (Experiment 1) from Fig. 10 is also
shown in the left-hand graph.
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Fig. 12 — Cbarpy-V lateral expansion vs energy absorption trends observed for weld 3 and weld 4
after irradiation. Note the apparent inflection in the trend curve at approximately 88 J (65 ft-Ib)

0 30 60 90 20 150 0 30 60 90 120 50 leO (3)
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Z a - 
U
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~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 
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ENER GY ENERGY

Fig. 13 — Charpy- V lateral expansion vs energy absorption trends observed for plate 5 and
plate 7 (left-hand graph) and plate 6, HAZ 6, and weld 6 (right-hand graph) from Series 3
after irradiation. Note the inflection in the trend curves in the range of 68 to 82 J
(50 to 60 ft-lb).

curve is equal to or less than the slope of the parent plate trend curve. Last, a distinct
inflection in the slope of the trend curves is noted for the Series 2 and Series 3 materials
but not for the Series 1 materials in the interval of C,,, 1.0 to 1.5 mm (40 to 60 mils)
lateral expansion , i.e., below the Cv upper—shelf regime. The significance of th~ C9 68-J
(50 ft-.lb) and C,,, 0.9 mm (35 mils) lateral expansion indices to each other and thus to
RTNDT would appear to be a function of copper content or general impurity content.
This apparent relationship cannot be explained at this time.
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A final observation is that the use of the Cv 68-J (50 ft-lb) index for postirradiation
RTNDT determinations over the full range of fluence service seems adequate for A533-B
weldments. That is, the use of this single index rather than both the C,,, 68-J (50 ft—lb)
and 0.9 mm (35 mils) lateral -expansion indices will not introduce large errors in RTNDT
estimations for this steel.

DISCUSSION 
-

The C9 414 (30 ft-lb) transition-temperature increases determined for the Series 3
materials are compared in Fig. 14 to the previously reported data for Series 1 and 2
materials. Significantly, the magnitude of radiation-induced property change indicated
for the extra-low copper content materials (Series 3 materials and demonstration test
materials) is comparable to that for the low-copper content materials (Series 2). The
~ udy thus has shown that a further reduction in maximum allowable copper content
from 0.10%Cu max (ASTM specification) to 0.06%Cu max (best steelmaking practice)
will not substantially improve 288°C (550°F) radiation resistance, at least not for plate
and HAZ materials. For weld deposits, the effect of a reduction in permissible copper
content from 0.10%Cu to 0.06%Cu could not be tested ful ly because copper content
differences among the welds were too small. That is, individual copper contents were
0.07, 0.05 and 0.03%Cu . In addition , the transition temperature increase for the 0.07%Cu
weld was only 28°C (50°F) vs < 11°C (20°F) for the 0.05%Cu and 0.03%Cu welds
(high-fluence condition). Overall , the latter welds exhibited the highest radiation resistance
of the materials investigated.

I~ CI
400 222

A533—B STEEL

,~ 350 - PLATE S 0 o . _A_ I W E L 0  II 194
WELD a ~~ _ ....—

I— WELD PAZ • 0 o • __a— 167300 
- �os c _ _ _ j ~~ vious

U - 010 C.~ IMAXI I A533-B PERFORMANCE -

250 - D(MONYTRATI0N—~ 
71 —-— SERIES I 139

I— TESTS (EARLY ) 
_ _— —

~~~ NORMAL C~I
Z - J ... ASIM P30DB

R EREN~~ PLA TE 
S

~:: 
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 

: 

-:

z (00 - SERIES 2 
56

~ // /~ [~1;: ~ 
CONTR OLLED

NEUTRON FLUENCE AT 550F I288C1 1p10 19 7/CmDI, 1 Mev ,

Fig. 14 — Summary of Charpy - V transition temperature obser vations for Series 3
materials (small filled symbols) superimposed on graph of Fig. 1. An entry
(datum) for HAZ 5 was precluded by high data scatter . The results demonstrate
comparable ra diation resistance in material s with 0.06%Cu max and 0.10%Cu
max contents , respect ively representing best steelmaking pra d ice vs current
improved practice.
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New ASTM specifications for A533-B and A508-2 steels 17 , 8] outline optional
supplementa l requirements on the heat analysis for reactor beltline applications consisting
of 0.10%Cu max , 0.012%P max, 0.015%S max , and O.05%V max. The supp lemental
requirements note that vanadium and sulfur can affect the upper-shelf energy level and thus

are limited by specification. New (and pending) AWS specificat ions for bare carbon-steel
electrodes and bare low-alloy steel electrodes and fluxes for submerged arc welding [9 , 10]
provide the following supplemental requirements for fillers for nuclear applications: 0.08%
Cu max , 0.010%? max, 0.01 3%S max , and 0.05%V max. It is expected that for most pro-
jected applications and fluence levels the specifications will serve the needs of industry for

radiation resistant vessel materials. However, differences are permitted in the case of the
ASTM specifications between the heat and product analysis. Accordingly actua l plate or
forging compositions should be reviewed to verify that the product will feature the expected
level of radiation resistance for the application.

CONCLUSIONS

Radiation assessments of the Series 3 materials (extra-low copper content) by the
NRC-CE-NRL Cooperative Program have resulted in the following primary observations and

Iconclusions:

• The specificat ion of extra-low copper content (0.06%Cu max ) as opposed to a low
copper content (0.10%Cu max ) does not substantially improve 288°C (550°F)
radiation resistance for A533.B steel materials for fluences up to ~ 5 X 1019 n/cm 2

> 1 MeV.

• All plate, weld, and HAZ materials of Series 3 exhibited very low sensitivity to
radiation-induced change in C,, notch ductility in terms of transition temperature
elevation and upper-shelf energy degradation. Typically C,, 41-J (30 ft-lb) transition
temperature elevations were less than 56°C (100°F) and shelf-energy degradations
were 13% or less with fluences (4~~) of -

~~ 5 to 7 X 10’s n/cm2 > 1 MeV.

• The weld deposit showed the best radiation resistance of the Series 3 materials. The
weld HAZ in general exhibited a ductile/brittle trensition no higher than that of the
parent plate. Somewhat poorer upper-shelf retention by the HAZ is suggested by
the data .

• Nickel in amounts up to 1% does not contribute separately to radiation effects
sensitivity in extra-low copper content (�. 0.05%) A533 weld deposits. —

• Postirradiation annealing of extra-low copper content A533 plates at 343°C (650°F)
for 168 hours is not particularly effective toward radiation effects recovery ; however
annealing responses of Series 3 steels were only of academic intere st because of their
high radiation resistance.

• The trend of 288°C (550° F) irradiation is to decrease the slope of the curve of C,,
lateral expansion vs C9 energy absorption. Accordingly materials tend to shift from
an RT~~y~. limitation based on energy absorption to a limitation based on lateral-
expansion behavior.
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• An inflection in the postirradiation C~ lateral expansion vs energy trend was observed
below the upper-shelf energy regime for Series 2 and Series 3 materials but not for
Series 1 ( normal copper content) materials.

• The indexing of postirrad iation RT ND’r from the C,, 68-J (50 ft-lb) transition temp-
ature alone appears adequate for A533-B plates and welds for fluences up to 5 X
10~~ n/cm2 > 1 MeV.
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Appendix A

PREVIOUSLY REPORTED RESULTS FOR NORMAL-COPPER (SERIES 1)
AND LOW-COPPER (SERII ~S 2) MATERIALS

INT RODUC1~ION

This appendix summarizes data and primary observations for the Series 1 and Series 2
materials previously reported [4J . An overview of the Cooperative Program and its specific
research objectives for the Series 1 and 2 materials is given in the first three sections and
Table 1 of the main text.

MATERIALS

The chemical compositions and heat treatment conditions of the Series 1 and 2 materials
are given in Table 2. Welding parameters and materials are provided in Table 3.

Charpy-V specimens for the investigations were cut in the manner described herein
for the Series 3 materials. With one exception (plate 1), only the TL orientations of the
plates5 were evaluated with irradiation. Preirradiation NDT temperatures were determined
using drop-weight test specimens (ASTM Type P-3) taken from the quarter-thickness
location in plate and through the thickness in weld deposits.

MATERIALS IRRADIATION

The materials were irradiated in the Union Carbide Research Reactor (UCRR) using
B-3 and D-3 fuel lattice positions. Irradiation exposures were approximately 1200 to 1400
hours in duration for the “low” fluence experiments (2 to 3 X 10 19 n/cm 2 ; Table 1) and of
approximately 2400 to 2600 hours in duration for the “high”fluence experiments (4 to
5 X 1019 n/cm2). In general, neutron fluences of individual experiments somewhat exceeded
those levels called for by the program plan (Table 1).

The reactor exposure of experiment 3 was not fully satisfactory in that a temporary
loss of temperature control to one of three specimen sections involving welds 3 and 4
resulted in an overheating of that section to 427°C (800°F) for 5.5 hours at a point 43%
through the total exposure. A “repeat experiment” subsequently performed in lieu of the
“high” fluence experiment confirmed the indications of the initial experiment , demonstrating
that the midcycle anneal was of little consequence to the performance of welds 3 and 4 .

5Sj nce Reference 4 was issued , the designation for the transverse orientation WR has been succeeded by the
identification TL Similarly the designation for the longitudinal orientation RW has been replaced by thc
designation LT.
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RESULTS

Experimenta l results for the Series 1 and 2 materials in preirr adiation , postirradiation,
and 343°C (650° F) postirradiation heat-treated conditions are shown in Figs. Al through
All. Notch ductility properties are listed in Table Al. Preirradiation tensile properties
are listed in Table A2.

[
1O-I~ 5533-B PLATE (

~ O~i~ D ’ - 2 .• o ’ *fl,,’ . M 5 0

l~ -6O Olo

:::~ ~~~~~~ ~ ~~~~~~~~

4 - - I I L t__ I-

D”• s ’- ’O ’ n/c ~..’ .1MW,
EXPERIMENT 2
( H I G I 4 * (  

~oo

UNI RADIATED 

— -

- I _
~~~k - -~ II I ~ (~~- —~-~L~— t

-120 -*0 50 0 40 MO ~2C 140 200 240 240 ~20 ~40 400 440 400 520
TEMPERATURE (El

*0 *0 
- 0 40 120 60 200 2*0

TEMPERAT URE (CI

Fig. Al — Notch ductility of plate 1 (Series 1) before and after
550° F (288°C) irra diation. In this figure and in Figs. A2 throug h
All , open and filled symbols refer to unirradiated and irradiated
con ditions respectivel y ;  half-filled symbols refer to the 650° F
(343° C) postirradiat ion annealed condition. Also by convention
results for the low-fluence and the high-fluence experiment s are
given in top and bottom graphs respectively. In some figures , curves
for the irradiated and postirradiation annealed (A) condition in the
top graph are repeated as dashed curves in the bottom graph for
quick compar isons.
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Fig. A2 — Notch ductility of HAZ 1 (Series 1) before and after
irradiation. The notch ductility of the parent plate (Wit orientation ,
Fig. Al) after irradiation is also indicated.
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Fig. A3 — Notch ductility of plate 2 (Series 1) before and after irradiation to a low fl uence.Limited data from a high-fl uence experi ment (small fill ed symbols) are also shown.
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Fig. A4 — Notch ductility of weld 1 (Series 1)
before and after irradiation .
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Fig. A5 — Notch duct ility of weld 2 (Series 1) before
and after irradiation.
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Fig. A6 - Notch ductility of plate 3 (Series 2) before and after
irradiation. Note the anomalous increase in C~ upper shelf energy
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Fig. A7 — Notch ductility of HAZ 3 (Series 2) before and after
irradiation. The notch ductility of the parent plate (WR orientation,
Fig. A6) after irradiation is also indicated.
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Pig. A8 - Notch ductility of plate 4 (Series 2) before and after irradiation.
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Fig. A9 - Notch ductility of HAZ 4 (Series 2) before and after irradiation to a low fluence.
The notch ductility of the parent plate (WR orientation, Fig. A8) after irradiation is also
indicated.
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Fig. AlO — Notch ductility of weld 3 (Series 2) before and after
irradiation. In th is case, the low -fluence exposure included a midcycle
800°F (427°C) 54/2-hr anneal except for one specimen tested at
120°F (49°C).
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Fig. All — Notch ductility of weld 4 (Series 2) before and after
irradiation. The low-fluence exposure include d a midcycle 800° F
(427°C) 5.1 /2-hr anneal except for one specimen tested at 100°F (38°C).
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Table Ala — Notch Ductility Properties of Plates, Weld Deposits,
_______ 

and Weld Heat Affected Zones As Fabricated
C

16 
Transition Tempera t ure

Material ND’F C~~E 3REgY 41-.) Index 68J Index C
16 

Upper-Shelf

____________ 

(30 ft-lb) (50 ft- )b) nerg y

________ 
°C 1 °F J 1 ft-lb °C I °F °C I °F J 1 ft-lb

______ — 
Series 1 Materials: Normal Copper Content

Plate 1 —18 0 46 34 —21 — 5  — 4 25 156 115
HAZ 1 — — — — —59 —75 —40 —40 196 24 4
Plate 2 —29 —20 27 20 —12 10 16 60 —149 —11 0
W eld 1 —34 —30 39 29 —34 —30 —15 5 145 107
Weld 2 —46 —50 20 15 —37 —35 —26 —15 175 129

_____  ____  
Senes 2 Materials: Low Copper Content 

____  ____

Plate 3 —23 —10 23 17 — 7 20 16 60 141 104
HAZ 3 — — — — —37 —35 —21 — 5 181 133
Plate 4 —29 —20 23 17 —18 0 4 40 161 119
HAZ 4 — — — — —43 —45 —26 —15 —176 — 130
W eld 3 —57 —70 12 9 —34 —30 —21 — 5 �214 ~ 157
Weld 4 —62 —80 14 10 —37 —35 —26 —15 196 144

Table Aib — Notch Ductility Properties of the Materials in Table Ala 3’

After 288°C (550°F) Irradiation

C~ TransitIon Temperature

~~~~~~~~~ ( 10 ’s n/crn 2 I 51eV) 
68.1 ~~~ 

C~ Upper- Shel t

_________ 
410~ •Il C I F C I ~F C ‘~~ - - ‘ C -“ F 

—
F~~~ 1 f t - l b  1 - ‘ft-lb

SerIes I Materials

Pl8t~ 1 1.8 2.3 60 140 81 145 99 210 103 185 126 93 30 22
5.9 6.7 93 205 117 230 104 220 108 195 127 94 29 21

HAZ 1 7, 57 397 — 4 25 56 100 38 100 78 340 155 114 41 30
5 9  6.7 16 60 75 135 57 135 97 175 —155 —1 )4 — 43 — 30

Plat e 2 3.2 3.7 79 175 92 365 107 225 92 165 114 84 — 35 — 26
5.3 6.1 — 91 — 195 -.103 —1 85 - 1 18 —245  — 103 —185 1 17 86 — 33 — 24

Weld ‘ 3.0 3 4  14 1 285 175 315 174 345 189 340 76 56 69 61
5.3 6.1 160 320 194 350 188 370 208 375 76 58 69 51

Weld 2 3.0 3.4 16 60 53 95 49 120 75 135 — 133 — 98 — 42 — 31
5.3 6.t 32 90 69 325 71 160 97 375 —133 — 98 — 42 — 31

______ ______ _______ — Se ie s 2 )~,lepjalu
Plate 3 3.8 4.4 13 55 19 35 32 90 t7  30 145 101 (0) 4 (0 )  3

5.0 6.7 24 75 31 55 52 3 25 36 65 151 111 (0)10 (0)  7

HA?. 3 3.8 4. 4 - - 1 30 36 65 21 70 42 75 165 122 15 11
5.0 5.7 24 75 61 1)0 60 340 SI 145 —16 5 — 122 — 15 — II

Plate 4 3.5 4.0 7 45 25 45 46 115 42 75 176 130 (o)15 (.111
4.7 6.4 29 115 -17 85 66 150 61 110 176 330 (.)15 (*)11

HA?. 4 3.5 4.0 — 3 2  10 33 55 2 35 28 50 215 158 (4 )34  (~~ )25

Weld 3 -1.7 4.9 — 15 5 19 35 — i 30 19 35 2)1 155 — 0 — 0
- 13  5.0 — 7 20 28 50 4 40 25 45 2 11 155 — 0 — 0

Weli ) 1 4 .2 4 . 9 — 29 - - 20 ~ I I  -~ 20 — 15 5 I I  20 200 14 7  — 0 — 0

4 .3 5.0 29 — 20 *. I I  ~ 2(1 — 15 5 Il 20 209 354 (*114 (‘(10

*4,CS > 0,1 MeV = 2.0 •°~ > 1 MeV.
tAverage fluence; the actua l values varied between two groups of specimenL
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Table Aic — Notch Ductility Properties of the Material s in
Table Ala in the Postirradiation Annealed Condition

______ 

[343°C (650°F) for 168 hr ]

C
16 Transition-Temperature

Fluence 41-.) Inde x I 68-.) Index C~ Upper-Shelf
Material 

Level (30 ft-lb) (50 ft.lb) Recovery

_______ _______ ~°C I a°F -~
_ ~

5 C I t~5F 
_____________

______ _______ 
Series 1 Materials 

_____ ___________

Plate 1 Low 31 55 33 60 100
High 28 50 17 30 100

HAZ 1 Low 19 35 44 80 100
High 22 40 28 50 — 1:

Plate 2 Low 17 30 11 20 75
3’

Weld 1 Low 47 85 56 100 49
High 56 100 61 100 — 39

Weld 2 Low 14 25 14 25 52
_______ 

High 17 — 30 39 — 70 58
________ ________ 

Series 2 Materials 
_______ _______________

Plate 3 Low Nil Nil Nil Nil — t
High Nil Nil Nil Nil — t

HAZ 3 Low Nil Nil Nil Nil 100
High — — — ¶ — ¶ —

Plate 4 Low Nil Nil 17 30 — $

High 14 25 22 40 —

HAZ 4 Low Full Full Full Full — t

W eld 3 Low Full Full Full Full —

High Full Full Full Full — t

Weld 4 Low — * — — — — t
High — — * — — — t

* Not established.
tNo loss in upper shelf occurred after irradiation.

~ High data scatter.
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Table A2 — Tensile Properties of Plates and Weld Deposits

Yield Sbength El
Material (0.2% Offset) Tensile Sfrength in

_____  ____ 
MN/rn 2! ksi MN/m 2 1 Ifal — 

(% )

_______ 
Series 1 Materials: Normal Copper Content 

— _______

Plate 1 0.17 428~ 61.3~ 599 85.8 69.0 14.5
419* 60.0* 599 85.8 70.0 13.0
383* 54.8* 576 82. 5 65.0 11.0

Plate 2 0.24 470t 6?.3t 631 90.3 66.6 13.5
472* 67.5* 634 90.8 70.0 12.0
419* 60.01 613 87.8 62.5 10.5

Weld 1 0.36 465~’ 66 6t 624 89.3 68.0 13.5
503* 72.0* 646 92.5 70. 0 12.0
451* 64. 5* 596 85.3 60.0 9.5

Weld 2 0.20 523t ‘74,8t 613 87.8 73.8 15.5 3’
503* 72.0* 603 86.3 72.5 12.5

________ ______ 
440* 63.0* 583 83.5 70.0 11.0

Series 2 Materials: Low Copper Content 
_______

Plate 3 0.09 446~ 639t 597 85.4 66.5 14.0
462* 66.1* 599 85.8 63.5 13,5
411* 58.8* 574 82.2 60.8 11.0

Plate 4 0.09 453t 64 8t 604 86.5 68.6 13.5
460* 65.9* 611 87.4 69.3 14.5
430* 61.6* 607 86.9 65.0 11.5

Weld 3 0.07 497t 71.1~ 604 86.4 71.4 12.5
516* 73.8* 603 86.3 71.7 13.0
458* 65.5* 587 84.0 67.2 12.3

Weld 4 0.05 SO6t 72.4~ 601 86.0 71.1 11.5
513* 73.5* 600 85.9 72.6 13.5
458* 65.5* 578 82.7 67.7 12.5

Transverse orientation , duplicate tests: 24°C (75° F), 5.7-mm-diam (0.226-
in.-diam) specimens; 288°C (550°F), 5.7- or 6.4-mm-diam (0.266- or 0.?- ~~

-

in.-diam specimens.
t24° C (75°F): 0.13-mm/nun (0.005 in./min) crosshead rate.
* 24°C (75°F): 1.27-mm/mm (0.05-in./min) croashead rate.
§ 288°C (550°F): 1.27-mm/mm (0.05-in./min) crosahead rate.
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Preirradiation Condition

Several preirradiation determinations (Tables Ala and A2) important to postirradiation
evaluations were as follows :

• The yield-strength range of the plates was slightly lower than that of the weld
deposits, but the tensile-strength ranges of both material types were about the
same.

• Weld deposits on balance exhibited better notch ductility than plates. Weld NDT
temperatures were consistently lower than those of plates. Charpy-V upper-shelf
energy levels, with one exception , equaled the levels found for the LT orientat ion
of plates.

• Charpy-V assessments of plate LT vs TL orientat ions revealed only small differ-
ences overall.

• The C,,, 41-J (30 ft-lb) transition temperature, selected as an arbitrary index for
pre-post irradiation comparisons, equaled or was a conservative estimate of indi-
vidual drop-weight NDT temperatures (p late TL orientation and weld deposit).

I

• Weld HAZ data generally described a lower C~ transition than the parent plate
but an equivalent C~ upper shelf level.

Postirradiatj on Condition

Genera l observations reported for the 288°C (550°F) irradiation condition (Table Aib)
includes the followi ng :

• The compariso n of Series 2 and Series 1 materials clearly demonstrates a benefit
of reduced copper and phosphorus content to radiation resistance. The Series 2
materials typically exhibited smaller radiation-induced increases in 41-J (30 ft-lb)
transition temperatures, lower actual 41-J (30 ft-lb) transition temperatures, and
higher postirradiation upper-shelf levels than Series 1 (normal copper content)
materials.

• The Cv 41-J (30 ft-lb) transition temperatures of the Series 2 materials were below
32°C (90°F) after high-fluence irradiation (4 to 5 X iO~~ n/cm2).

• Weld 1 showed the highest transition temperature increase of all Series 1 materials
and the greatest upper-shelf energy reduction , consistent with its relative copper
content (highest). In contrast the best overall performance among Series 1
materials was demonstrated by HAZ 1.

• Postirradiation upper-shelf levels for HAZ 1, HAZ 3, and HAZ 4 were equa l to
projections for the parent plates in the same test orientation.
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Post irrad iation Heat -Treated Condition

The hall-filled symbols in Figs. Al through All depict data for the 343°C (650°F)
168-hour postirradiation heat-treated condition. In view of the relative changes in noteh
ductility produced by irradiation, recovery obtainable by postirradiation annealing was
considered to be of engineering interest primarily for Series I materials. Additional
observations on annealing response were the following:

• Series 1 materials, with the exception of plate 2, exhibited 25 to 38% recovery
in the C,, 414 (30 ft-lb) transition r.emperature.

• Weld 1 (high-fluence condition) which exhibited the greatest change in properties
with irradiation , showed 29% or 56°C (100°F) recovery with annealing.

• Upper-shelf recovery by annealing was significant in many cases and generally
appeared to be the same for high- and low-fluence conditions.

• Recovery in Cv 684 (50 ft- lb) transition temperature was equal to or greater
than observed recovery in C , 414 (3O ft-lb) transition temperature.

CONCLUSIONS

Primary conclusions drawn from the investigations with Series 1 and Series 2 materials
were reported as follows:

• A major reduction in radiation sensitivity is achieved in commercial-production
A533-B plates and weld deposits with reduced copper content (0. 10%Cu max.)
compared to normal copper content (~~0.15%Cu). The reduction in radiation
sensitivity is evident in a smaller transition temperature increase and in a smaller
upper-shelf energy decrease with irradiation.

• Proposed ASTM and AWS specifications placing restrictions on copper , phosphorus,
and sulfur contents for nuclear-grade A533-B plates and weld deposits appear justi-
fied and well formulated for nuclear service applications.

• Low copper materials of this investigation compare well in performance with extra -
low copper content materials from earlier demonstration tests. It is speculated that
extra-low copper content materials (Series 3) will exhibit only a small additional
increase in radiation embrittlement resistance at moderate fluence levels over the
performance of [ow copper content materials (Series 2).

• Low copper content weld metals tend to show higher radiation resistance than
low copper content plates. The performance of weld HAZ relative to parent
plate appears mixed ; however , the notch ductility of the HAZ after high-fluence
exposure appeared equal to , if not better than , the notch ductility of the parent
plate.
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• Postirradiation 343° C (650° F) 168-hour heat treatment effects were most pro-
nounced in normal copper materials , where upper-she lf reductions and transition-
temperature shifts were greatest after 288°C (550°F) irradiation. Upper-shelf
levels after annealing are 103 to 157 J (76 to 116 ft-lb) (40% or more recovery),
whereas transition temperature recovery is 14 to 56°C (25 to 100°F) (25 to 35%).
For the range of fluence levels investigated , notch ductility recovery was not
appreciably governed by ~xposure leveL
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